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Horizontal autoclave LHA-F1 Series is pulse vacuum single door autoclave. With a maxi-

mum working temperature of 134 0

withstand high temperature and pressure

Horizontal Autoclave F1 Series

Working pressure : 0.22 MPa

Working temperature : 1340C

to 0.027 MPa

Features

Application



250 L 600 LCapacity

Sterilization Temperature

Sterilization Pressure

Net Weight

Power Supply

650 Kgs

26 kW

760 Kgs

26 kW

1100 Kgs

36 kW

Steam Pressure and the
Consumption

Compressed air pressure 0.6~0.8 MPa 0.6~0.8 MPa 0.6~0.8 MPa

Water Source Pressure
and the Consumption

Inner Chamber Dimension
(L×W×H)

Outer Dimension
(L×W×H)

Capacity

Sterilization Temperature

Sterilization Pressure

Net Weight

Power Supply

Steam Pressure and the
Consumption

Water Source Pressure
and the Consumption

Inner Chamber Dimension
(L×W×H)

Outer Dimension
(L×W×H)

360 L

0.25 MPa

0.4~0.6 Mpa/
15 Kgs

0.2~0.3 MPa / 
150 kgs

0.2~0.3 MPa / 
150 kgs

0.2~0.3 MPa / 
200 kgs

800×600×
600 mm

1100×1300×
1700 mm

1300×1300×
1700 mm

1500×1350×
1950 mm

1000×600×
600 mm

1200×610×
910 mm

0.4~0.6 Mpa/
20Kgs

0.4~0.6 Mpa/
30Kgs

139 0C

LHA-F10 LHA-F11 LHA-F12

LHA-F13

800 L 1200 L

139 0C

0.25 MPa

LHA-F14

0.4-0.6Mpa/40 Kgs

0.2-0.3 Mpa/ 250 Kgs

1500×610×910 mm

1800×1350×1950 mm

1300 Kgs

3 kW

0.4-0.6Mpa/48 Kgs

0.2-0.3 Mpa/ 250 Kgs

1500×680×1180 mm

1790×1450×1950 mm

1900 Kgs

4 kW

Compressed air pressure 0.6~0.8 MPa 0.6~0.8 MPa



Capacity

Sterilization Temperature

Sterilization Pressure

Net Weight (Kgs)

Power Supply

Steam Pressure and the
Consumption

Water Source Pressure
and the Consumption

Inner Chamber Dimension
(L×W×H)

Outer Dimension
(L×W×H)

LHA-F15

139 0C

0.25 MPa

LHA-F16

0.4 ~ 0.6 MPa/55 Kgs

0.2 ~ 0.3 MPa/350 Kgs

1900×680×1180 mm

2190×1450×1950 mm

2000

4 kW

0.4 ~ 0.6 MPa/65 Kgs

0.2 ~ 0.3 MPa/400 Kgs

1700×1000×1200 mm

2000×1850×2000 mm

2600

4.5 kW

1500 L 2000 L

Compressed air pressure 0.6 ~ 0.8 MPa 0.6 ~ 0.8 MPa


