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TACHOMETER LTCH-A10

Tachometer LTCH-A L0 i3 an ingtrotment featoring aceorate sontact of 2-20 HH BEN and notcontact 2-99 090 B

tneasurenent of the speed and rotating speed on the object surface. This erponomic desgn pottrays different types of
fneasutetnents that comprises of Frequensy (Hz), Velodty {mfnin, inchesfninate, Teet per mitote, sode per omate) and
lenpgth {raeters, inches, feet, vard) The device also songists of a S-dipht LCD display along with 3 visible dipital Lquoid
erystal and a backlipht display that allows safeviewingtor the nsetrs.

FEATURES

COrifers switt and precise measoretnents of the speed and rotating speed on the object sorface

Includes 3 wide measurement range and a high resolotion for clasity

Lager target light delivers a divect ine-of-sight viewitg of the tarpet

Instrutnent cotveys different topes of measoretnents that compeises of Frequency {Hz), Velooty {mimin,
inchesrinnte, feet per minnte, sode per inote} and lenpgth {meters, inches, feet, vard)

Assesgibiity of 30 Data storage compartroents that cotoprises T measuring instartaneons valoes | 10 mindti

* 4 45

+

tea surernent and 140 for toagitnon toea suretnsnt s

APPLICATIONS

Eitenavely nsed to teasute shphe speed i antomobales, mechanieal machies, vatiouns laboratory equiptnent’s, laser
matrutments ete.

SPECIFICATION
Model no. LTCH-A 1O |
Cohtact fmeasurerment range 2720 000 BRI |
Mon contact measurement range 2799 999 REN |
Counting measuring range ) 1449 49499 |
Display Five LED display |
Accuracy [0.02%) +2 digit |
Eesolution 0.1 orl |
Sampling time 2.5 5 [more than 120 KR |
The measured distance S0 mm o BOO mim
Fower consumption About 45 mé
Battery ER
Working Temperature O o 50°C [32°Fto 1227F)
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